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SPSH-PE*

Silicone hose reinforced with polyester braiding. It has excellent flexibility for 
pressurized fluid transfer application in pharmaceutical and biotech industries. 
Manufactured to FDA 21 CFR 177.2600. Colored outer is also available in our 
standard sizes where translucent extruded peroxide reinforcement of glass fiber 
braiding sandwiched between vulcanized layers of silicone rubber. A working 
temperature off 220C is therefore attainable with hot air sterilization to 250C. 
Vapour sterilization to 3.8 bar. Every coil is tested to recommended working pres-
sure (Din 20024). Stock bore size range 3.0mm to 32.0mm. Silicone rubber liner 
material to FDA 177.2600.

Silicone compounds can be engineered to suit a particular requirement 
or specification, for example, limits of temperature, fire resistance/flam-
mability etc.
High temperature variants can be engineered to 3160C continuous working.
Variation in color to BS or RAL spec numbers
Braid, pitch and gauge varied along with silicone thickness to achieve 
variation in pressure rating

KEY FEATURES

Braid-Reinforced Silicone Peroxide Polyester 
Hose      FDA
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*The last digit (*) refers to external hose color B for Blue, R for Red

Product
Number

I.D.
Ins. diameter

O.D.
Outs. diameter Wall Working Pres.

at 70oF (21.1oC)
Burst Pres.

at 70oF (21.1oC)

  (in.)  (mm.)   (in.)  (mm.)   (in.)  (mm.) (PSI) (Bar)  (PSI) (Bar)

SPSH-PE-0118-0354* 0.118 3.00 0.354 9.00  0.118 3.00  444 30.61 888 61.23

SPSH-PE-0157-0393* 0.157 4.00 0.394 10.00  0.118 3.00  440 30.34 880 60.67

SPSH-PE-0197-0433* 0.197 5.00 0.433 11.00  0.118 3.00  350 24.13 700 48.26

SPSH-PE-0236-0472* 0.236 6.00 0.472 12.00  0.118 3.00  259 17.86 518 35.71

SPSH-PE-0315-0590* 0.315 8.00 0.591 15.00  0.138 3.50  185 12.76 370 25.51

SPSH-PE-0394-0669* 0.394 10.00 0.669 17.00  0.138 3.50  185 12.76 370 25.51

SPSH-PE-0492-0767* 0.492 12.50 0.768 19.50  0.138 3.50  186 12.76 370 25.51

SPSH-PE-0629-1024* 0.630 16.00 1.024 26.00  0.197 5.00  148 10.20 296 20.41

SPSH-PE-0748-1181* 0.748 19.00 1.181 30.00  0.217 5.50  148 10.20 296 20.41

SPSH-PE-0866-1339* 0.866 22.00 1.339 34.00  0.236 6.00  133 9.17 266 18.34

SPSH-PE-0984-1457* 0.984 25.00              1.457 37.00  0.236 6.00  111 7.65 222 15.31

SPECIFICATIONS

Medical Grade Braid reinforced

Peroxide Cured Silicone Hose

Silicone Textile Reinforced Hose

Similar Hoses
Silbrade
Medical

Silbrade

SPSH-PE

Silicone Textile Reinforced Hose SPSH-PE*


