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Haynes Oil is a light duty sanitary oil lubricant for all sanitary
machine parts. This lubricant is authorized by the NSF (rated H1)
for use in food processing plants for incidental food contact.
All ingredients are FDA approved.

Haynes Oil, The U.S.P.* Light Duty Sanitary Oil can be used
as an oil lubricant for food processing equipment. This sanitary
oil can be used safely on drawer slides, doors, hinges, wheels,
carts, or anywhere a light duty oil is needed in and around
the food processing area. Haynes Spray contains no animal or
vegetable fats and is absolutely neutral. It will not turn rancid,
contaminate or taint food products. It is odorless, tasteless,
colorless and non-toxic.
Packaged in 2.5 gallon pour containers, pails, and drums.

Haynes Oil
U.S.P* Light Duty Sanitary Oil
(*United States Pharmaceutical Standards)
NSF Rated H-1, 3H

COMMON APPLICATIONS

● SANITARY VALVE STEMS
● �HOMOGENIZER PISTONS & 

RINGS
● CONVEYORS
● �WHEEL (carts, chairs,   

equipment)
● �HINGES (doors, windows, 

equipment)
● SLIDES
● POSITIVE PUMP PARTS
● GATES
● �INTERNAL MACHINERY 

PARTS
● ANTI-RUST FILM

TEST ASTM Method Typical Test Results

Consistency (Spec Grav @ 25C/25C) D4052 0.87

Viscosity (Saybolt @100oF) D445 355

Viscosity (Kin @40oC) D445 68

Flash Point (COP Flash) D92 430oF

Pour Point D97 -5oF to -10oF

Color, Taste & Odor LATM092/145 None

Operating Range, Min oF, Max oF N/A


